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(May l¾3)
.

. (<ither. instruction ori Iludget ßureau No. 42-R1425
UNITED STATES rêvers side)

DEPARTMENT OF THE INTERIOR i INE DMIGNÈION AND ARI

GEOLOGICAL SURVEY U-Ol 44867
APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

Surface-Ute Tribe18. TYPE OF WORK

DRILL DEEPENO PLUG BACK O 7. UNIT AGREEMENT NAME

b. TYPE OF WELL

w','LL
WASLL

OTHER
NNGELE fOUNLETH'LE 8. MM OR LEASE NAME

¯ nã OF OPERATOR Natural Duck
BELCO DEVELOPMENT CORPORATION 9. WELL NO.

3. ADDRESSOFOPERATon 20-20GR
P . O . BOX X , VERNAL , UTAH 8 4 0 7 8 io. FIELD AND POOL, OR WILDCAT

4. LOCATroN OF WELL (RepOrt ÎOcÏìÜonclearly and in accordance with any State requirements.*) NB een R veAt surface 940 ' FWL & Ì708 ' FNL SE/NÌ4 1 - SEC., T., ,, ., O BL
AND SURVEY OR AREA

At proposed prod. zone
SAME Sec. 20, T9S, R20E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* Î2. COUNTY OR PARISH 13. STATE

Approx 5 miles South of Ouray, Utah Uintah Utah
10. DISTANCE FROM PROPOSED• 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST TO THIS WELLPROPERTY OB LEASE LINE, FT.

(Also to nearest drlg. unit line, if any) 40
18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTARY OR CABLE TOOLSTO NEAREST WELL, DRILLING, COMPLETED,

OR APPLIED FOR, ON THIS LEASE "· 5222 ' Rotary
21. ELEVATIONs (Show whether DF, RT, GR, etc.) . 22. APPROI. DATE WORK WILL START*

Natural G.L. 4755 ' 8-17--81
23.

PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT
¯12

1/4" 9 5/8" 36# 200' 200 sx to surf
8 3/4" 5 1/2" 17# 5222' Sufficient cemenÏ to cover

200' above uppermost hydro-
carbon zone.

SEE ATTACHMENTS FOR:

(1) Location Plat
(2) 10 Point Program
(3) BOP design
(4) 13 point Surface Use Plan + BIA provisionsito the -plan,

(5) Location Layout sheet & Topo Maps A & B
(6) Production facilities schematic

**NOTE: This location does not conform to the State of Utab 500 foot spacing
rule, exception to the rule is requested due to the topography of
the area surrounding the location, which does not allow for an orthodox
location. Belco Development Corporation owns the leases for this
formation in this section.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM: If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true vertical depths. Give blowout
preventer program, if any.
24.

SIGNED TITLE DiStrict Engineer var Î7'~f
. -. Eall =-

(This space for Fe ral or State office use)

APPROVEDBYTHE STATEPERMIT NO APPEOVAL DATE

OIL.GAS,ANp MININGAPPROVED BY TITLE DAT
CONDITIONS OF APPROVAL, IF ANY:

BY:
*See InstructionsOn ReverseSide



PROJECT

BELCO DEVELOPMENT CORR
9 S, Æ20E, S.L.B.SM Well location,NATURAL DUCK#20-20

GH, .located as shown in the SEI/4 NWI/4
Section 20,T9S, R20E, S,LB. SM.
Uintah County, Utah

NB1°47' y
82. 42

o

oog ----- o

1940° ÑAÎÜÑAL ÛÜÛÑ#ÊÛ-ÊÛ ÛÑ
E/ew Ungraded Ground.- 4752i'

N
20

CERTIFICATE

... THIS IS TO CERTIFY THAT TH£ ABOVE PLAT WAS PREPARED FROM

FtELD NOTES OF ACTUAL SURVEYS MADE SY ME OR UNDER MY

SUPERVISION AND THAT THE SAME ARE TRUE AND CORRECT TO THE

BEST OF MY KNOWLEDGE AND BELIEF.

REGISTERE LAND SURVEYOR
REGISTRATION No 2454
STATE OF UTAH

49. 51 40 42 UINuH ENGINEERING a LAND SURVEYING
NS9°46'W NS9°23'W

P 0. BOX Q - 88 SOUTH - 200 EAST
VERNAL, UTAH - 84o7e

SCALE DATE
1"= ÍOOO' 4/14/81

X = Section Corners Located PARTy REFERENCES
DA DB RDR GLO PLAT

WEATHEK FILE
CLOUDY/ 000 BELCO OgVELOPMENT
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Vorm 9-:131 C IBMIT Ï ICATE* Forrn a >proved.
My la )

U ITED
"Orfe3ide•Snson Itudget sureau No. 42-R1425.

DEPARTMENT OF THE INTER R cm NTUESIGNATION AND SERIAL NO.

GEOLOGICAL SURVEY U-0144A67
APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6.IFINDIAN,ALLOTTEEORTRIBENAME

Surface-Ute Tribela. TYPE OF WORK

DRILL DEEPEN O PLUG BACK O 7. UNIT AGEEEMENT NAME

b. TTPE OF WELL
OWFLL VAESLL

OTHER
E MUNLTH'LE 6. FARM OR LEASE NAME

2. NAME OF OPERATOR Natural Duck
BELCO DEVELOPMENT CORPORATION Û. WELL NO.

. iDDRESS OF OPERATOR
¯

20 -20 GR
P. O. BOX X, VERNAL, UTAH 84078 10. FIELD AND POOL, OR WILDCAT

i.¯ÑCATION
OF WELL (Report location clearly and in accordance with any State requirements.*) ND-Green Riverat surra 1940 ' FWL & 1708 ' FNL SE/NW ¯iT.

SEC., T., R., M., OR BLK.
AND SURVEY OR AREA

At proposed prod. zone
SAME Sec. 20, T9S, R20E

14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POST OFFICE* 12. COUNTY OR PARISH 13. STATE

Approx 5 Iniles South of Ouray, Utah Uintah Utah
16. DISTANCE FROM PROPOSED* 16. NO. OF ACRES IN LEASE 17. NO. OF ACRES ASSIGNEDLOCATION TO NEAREST , TO THIS VIELL

PROPERTY OR LEASE LINE, FT.
(Also to nearest drig. unit line, if any) 40

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 2Û. ROTART OR CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED,
OR APPLIED FOR, ON THIS LEASE- "· 5222 ' Rotary

21. ELEVATIONS (Show whetiler DF, RT, GR, etc.) 22. APPROI. DATE WORK WILL START*

Natural G.L. 4755' 8-17-81
23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OF CASING WEIGHT PER FOOT SETTING DEPTH QUANTITY OF CEMENT

12 1/4" 9 5/8" 36# 200' 200 sx to surf¯
3/4" 5 1/2" 17# 5222' Sufficient cement to cover

200' above uppermost hydro-
carbon zone.

SEE ATTACHMENTS FOR:

(1) Location Plat
(2) 10 Point Program
(3) BOP design
(4) 13 point Surface Use Plan + BIA provisions to the plan,
(5) Location Layout sheet & Topo Maps A & B
(6) Production facilities schematic

**NOTE: This location does not conform to the State of Utab 500 foot spacing
rule, exception to the rule is requested due to the topography of
the area surrounding the location, which does not allow for an orthodo>
location. Belco Development Corporation owns the leases for this
formation in this section.

IN ABOVE SPACE DESCRIBE PROPOSED PROGRAM : If proposal is to deepen or plug back, give data on present productive zone and proposed new productive
zone. If proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured ad true vertical depths. Give blowout

senctNEDprOgram, Ì

TITLE District 7'
(This space for Fe eral or State office use)

PERMITNO. 4PPRoyAI DATE

NGINEER
ACON ODNS

OF APPROVAL, IF ANY :

NOTICEOF APPROVAL
CONDETIONS Og gy HED Fl.ARINGOR VENTINGOF

TO OPER TOR'S COPV GAS IS SUBJECTTO NTL4-A
.. .

DATED



Identification CER/EA No. 431-81

United States Department of the Interior
Geological Survey

2000 Administration Bldg.
1745 west 1700 South

Salt Lake City, Utah 84104

NEPA CATEGORICAL EXCLUSION REVIEW

PROJECT IDENTIFICATION

Operator Belco Development Corporation

Project Type Oil Well Development

Project Location 1940' FWL 1708' FNL Section 20, T. 9S, R. 20E

Well No. 20-20ÛrÑ. Lease No. U-0144867

Date Project Submitted April 28, 1981 .

FIELD INSPECTION Date May 5, 1981

Field Inspection
Participants Craig Hansen USGS, Vernal

Lynn Hall BIA, Ft. Duchesne

Rick Schatz Belco

Jerry Ball Belco

Related Environmental Documents:

I have reviewed the proposal in accordance with the categorical exclusion review
guidelines. This proposal would not involve any significant effects and, there-

fore, does not represent an exceptiorr to the

Date Prepared E ironmental Scientist

I concur /' E.W.GUVNN
DtSTRICTENGINEEA

Date Dis rict Supervisor

Typing In
5-13-81

Typing Out



CATEGORICAL EXCLUSION REVIEW INFORMATION SOURCE

Incal ard
Federal/StateAgency private Other

Corte- Paone corre- studies Onsite
Criteria spodence check Mating spondence Previous aM Staff inspecton

516 m 2.3.A (date) (date)· (date) (date) NEPA reoorts exoertise (date) Ot½er

Unique charac- -

teristics

. Enviromentally
controversial

. Establishes
precedents

National Register
historic olaces

. EMangered/
chrea:ened soecies /

. Violate Federal,
State, local,
iriba lo (



CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input ,

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, Geological Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

S. Operator Correspondence

6. Field Observation

7. Private Rehabilitation Agreement









18. Me (cmenar with ar, r må al of em 491 tar Pensit to Cril1 tfe skject all.

Based cm M Uœ 5-6-81
, u. a.» ex.arms te. pov-9 Imation in en souwing ax... or envi-

zar..mtal impacts

9..L an 1.txtras thru•t===I ©r •==i=non=5 -

9.. X_ to critical ao a taitat

Tusi in mistorial er cultmal ruecurme

Yes Wo Air grality aspects (to be amed caly if project is in or adjoonnt to a class I araa of attairamt)

Yes no Ottar (if naammaary)

amanrksa

ma n.o.esa y aurface prota-tien and rehabiutauan requirmones arm wried atzm.

h.l.A. grtsotative

11. Declaraticn:

It has been detarxxined that the drilling of the attne well is ret a a actim signitiamtly affecting the qual-

ity of the envirtrment as wxald raguixa the pnparaticn of m envirtxtantal stata:ent in acconiance with Sectkn 102

(2) (c) of the National avirtrammtal Policy Act of 1969 (42 tsc 4331) (2) (c).



FRON: : DISTRICT CEOLOGI ME, SALT LAXE CITY, UTAR

TO : DISTRICT ENGINEER, , SALT LAKE CITY, UTAR -

SUBJECT: APD MINERAL EVALUATION REPORT LEASE m. (A - O lyVS't,

OPERATOR: e cc - WEJL N_O. · ¾Õ c2-O G- R
LOCATION: MUN S(~ k NW k See• .20 , T. 6 ¶. , R. Jo E , SC./V\

(.ÅNLi County, O L,_

1. Stratigraphy:

G-Wow asr''r- h s u_o '

2. Fresh Water:

3. Leasable Minerals:

4. Additional Logs Needed:

5. Potential Geologic Hazards:

6. References and Remarks:

Signature: A; Date: 5'¯- - Ÿ
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10 POINT PROGRAM

l. GEOLOGIC SURFACE FORMATION:

Uinta formation of the Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta Surface
Green River 1757'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Uinta Sand and shale, possible water
Green River . Sand and shale, anticipate oil

4. PROPOSED CASING PROGRAM:

a) Surf Csg: 13 3/8" 54.5#, K-55 to 200', cement to surface
b) Prod Csg: 4 1/2" 11.6#, K-55 to TD, will use enough cement

to cover 200' over top of Green River formation

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specifications for pressure control equip-
ment are as follows: 10", 3000 PSI hydraulic doublegate BOP orthe equivalent. Pressure tests of BOP to 1000# will be made
prior to drilling surface plug and on each trip for bit.

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATION MUDS:

It is proposed that the hole will be drilled to approx.
4000' with 3% KCL water in order to clean the hole. From
4000' to TD it is planned to drill the well with mud. The
mud system will be a water based, gel-chemical mud, weighted
up to 10.5 ppg as required for gas control.

7. AUXILIARY EQUIPMENT TO BE USED:

Auxiliary equipment to be used will be a 2", 2000 PSI choke man-
ifold and kill line, stabbing valve, kelly cock and visual mud
monitoring.

8. TESTING, LOGGING AND CORING PROGRAMS:

No coring or drill stem testing has been scheduled for this well.
The logging will consist of DLL, CNL, FDC and Gamma Ray w/caliper.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE:

It is not anticipated that abnormal pressures or temperatures will
be encountered, nor that any other abnormal hazards such as H2S
gas will be encountered.

10. ANTICIPATED STARTING DATE AND DURATION OF OPERATIONS:

Anticipated starting date is 8-17-81 Drilling operations should
be complete 2 1/2 weeks after they
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13 Point Surface Use Plan

DUCK CREEK FIELD ,
' NATURAL DUCK FIELD

DC 43-17GR ND 15-21GR
DC 44-17GR ND 16-20GR
DC 45-17GR ND 17-20GR
DC 46-17GR ND 18-20GR
DC 47-17GR ND 19-20GR
DC 48-17GR (ND 20-20GR
DC 49-17GR ND 21-20GR
DC 50-o7GR ND 22-20GR
DC 51-8 GR ND 23-20GR
DC 56-8,GR
DC 57-8 GR
DC 58-8GR
DC



l. EXISTING ROADS

A. For the location of the proposed well sites and existing roads,
see the Topo maps marked "B", attached to the APD's. All the
proposed wells are located in Sections 8,.17, 20 and 21, T9S,
R20E, Uintah County, Utab. All wells are within 5 to 6 miles
of Ouray, Utah.

B. The county road running south from Ouray, Utah takes you directly
into Sections 8,17, 20 and 21 where these proposed wells are located.
All access roads branch out from this county road.

C. The proposed access roads are outlined in detail on the Topo Maps
marked "B" attached to each individual APD.

D. See Topo Maps "B".

E. Not applicable.

F. Access to the proposed well sites will be over the existing countyroad except for the proposed access roads. The proposed access
roads will be crowned and ditched so as to accomodate rig traffic.

2. PLANNED ACCESS ROADS

See the Maps attached to each APD.

The planned access roads will comply with the general specifications
as outlined.

A. Proposed access roads will be 32 foot crown roads, usable 16
feet on either side of the centerline, with drain ditches along
either side of the proposed roads, where it is determined necessaryin order to handle any run off from the normal weather conditions
prevalent to this area.

B. Maximum grades of the proposed access roads will be 3% and will not
exceed that amount.

C. No turnouts are planned for the length of the proposed access roads,
so additional cut disturbances.will be kept to a minimum. Line of
site vision is such that turnouts are unnecessary.

D. Drainage.design of the proposed roads will avoid unnecessary disturb-
ance of the natural run off patterns. Drainage will be implemented
so as not to cause siltation or accumulate any debris.

E. Surfacing material shall be the native borrow material from the cutareas and will be used to stabilize the road surfaces and the locations.No other material for construction is anticipated.

F. No fences will be crossed in order to access the proposed locations;
No cattle guards will be



13 POINT SURFACE USE P
PAGE 2

G. The roads have been centerline staked for the full distance ofthe proposed routes.

3. ·LOCATION OF EXISTING WELLS

A. Water wells-None

B. Abandoned wells-None

C. Temporarily abandoned wells-None

D. Disposal wells-None

E. Drilling wells-DC
.4-17, Gas well.

F. Producing wells- Section 8,DC 41-8GR, Section 17, DC 24-17GR, Section20, Cige 32-22-9-20, Sun 2 S.O., NBU 21-20B, Section 21, CIGE 28,
(NBU 34-Y) ND 10-21GR, ND ll-2lGR, ND 4-21GR, NBU 19-21B. River Junctio3Unit, Phillips RJ l & RJ 2.

G. Shut in wells-none

H. Injection wells-None

I. Monitoring wells-None

4. LOCATION OF EXISTING AND PROPOSED FACILITIES

A. Existing production facilities located within one mile of the pro-
posed well are.:

1. Tank batteries-Section 16, DC 7-16GR, DC 3-16GR, DC 14-16GR,
DC 5-16GR, DC il-16GR, DC 6-16GR, DC 16-16GR. Section 21, ND 4-21,
CIGE 28-21-9-20.

2. Production Facilities: Section 8, DC 41-8GR, Section 17, DC 24-17GR
Section 20, Sun 2 S.O., CTGE 32, NBU 21-20B, Section 21, ND ll-21GR
ND 10-21GR, ND 4-21GR, NBU 19-21B, CIGE 28 (NBU 34-Y) Section 16,
DC 8-16GR, DC 7-16GR, DC 17-16GR DC 3-16GR, DC 16-16GR, DC 14-16GR,
DC 15-16GR, DC 5-16GR, DC ll-16GR, DC 6-16GR, DC 18-16, DC 10-16GR.

3. Oil Gathering Lines: Buried oil line from DC 15-16GR to DC 5-16GR,
DC 8-16GR to DC 7-16GR, and DC 17-16GR to DC 7-16GR.

4. Gas gathering lines- Northwest Pipeline's gas gathering lines.

5. There are no injection lines in this area.

6. There are no disposal lines in the area.

See attached Duck Creek-Natural Duck Fields map for location of the above.

B. Attached to each individual APD is a diagram marked "B" showing the
production facilities to be utilized in the event of production of oil.
All production facilities, tank batteries, separators, de-bys, etc.,
will be kept on the location
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Construction materials will be native borrow or cut exposed on
the site and will be consistent with accepted oilfield standards
and good engineering practices.

A three strand barbed wire fence will be constructed and main-
- tained around any disposal pits during the drilling and completion

.phase of the well. When these pits are no longer needed or within
90 days, they will be covered over with native borrow material and
rehabilitated to conform with the provisions of the rehabilitation
agreement of BIA standards.

Guard rails will be constructed around the wellhead to prevent
access to livestock or wildlife.

Rehabilitation of the pits is discussed above. The remaining pad
' not used for producing operations will be recontoured to conform

with the natural.grade and covered with topsoil saved on the site.
This area will be reseeded as per BIA specifications.

5. LOCATION AND TYPE OF WATER SUPPLY

A. Water to be used to drill these wells will be hauled by truck
from the White River. Access point for the water will be near
the White River Bridge, Section 4, T9S, R20E, Uintah County,
Utah. Permit for this water will be.purchased from the Bureau
of Indian Affairs, prior to the drilling operations.

B. Water will be hauled by truck (Liquid Transport of Duchesne,
Utah, PSC #1969) on the above described access routes. See
access routes on Topo Maps "B", attached to each APD. No new
roads or pipelines will be needed for this purpose.

C. No water wells will be drilled.

6. SOURCE OF CONSTRUCTION MATERIALS

A. All construction materials for these locations and their access
roads will be native borrow rock and soil, accumulated during
the construction. No additional road gravel or pit lining
materials are anticipated at this time, but if they are required,
appropriate action will be taken to acquire them from private
sources after notification is given to the proper regulatory
agencies.

B Items described in part "A" are from BIA regulated lands.

C. See part "A".

D. No other access roads are required, other than described in Item
2.

7. METHODS OF HANDLING WASTE DISPOSAL

A. Drill cuttings, drilling fluids, salts, chemicals, and produced
fluids will be disposed of in the reserve pits on the location
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B. See "A" above for disposal of drilling fluids.

C. See "A" above for disposal of produced water.

D. A portable chemical toilet will be provided for human waste
during the drilling phase.

E. Garbage and other waste materials will be contained in a wire
mesh cage and then disposed of in an approved waste disposal
facility.

F. Immediately after the drilling rig moves off the location,
the remaining trash and garbage will be collected and hauled
away by truck. The reserve pit will be fenced on the open side
to protect domestic animals and wildlife. This pit will be
utilized during the completion and testing phase of the well
for storage of produced fluids.

8. ANCILLARY FACILITIES

No airstrips or camps are planned for these wells.

9. WELL SITE LAYOUT

See the Location Layout sheets attached to the individual APD's
which show the following items:

A. Cross section of the pad, showing details of the cuts and fills.

B. Location of the reserve pits, pipe racks, living facilities and
topsoil stockpile.

C. Rig orientation, parking areas and access road.

D. Pits will be lined to conserve water and will be fenced on the
fourth side at -the completion of operations. Proper NTL-2B
notices will be filed if the wells produce water.

10. PLANS FOR RESTORATION OF SURFACE

In the event of a dry hole, pits will be allowed to dry and will
then be backfilled and waste pits will be backfilled. The location
will be restored to as near the original contour as feasible and
then reseeded.

1. Upon completion of the testing phase of the well, the
areas not needed for access to the well and used for pro-
ducing operations will be filled and recontoured to blend
with the surrounding topography and the stockpiled soil
redistributed over the unused disturbed area. After final
plugging and abandonment of the well, the entire disturbed
area.will be contoured and topsoil spread over any pre-
viously disturbed
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2. The revegetation of the drill site area and access not
needed to carry on production operations will be reseeded .

with a seed mixture recommended by the BIA. It will be
performed at a time of the year when the moisture content
of the soil is adequate for germination. The Lessee agrees
that all.of the clean up and restoration activities shall be
done in a diligent and timely manner and in conformity
with the above mentioned Items 7 and 10 (1).

3. All pits will be fenced prior to disposal of any waste
material and the open side of the reserve pit will be
fenced before removing the rig from location. The fences
will be maintained in good condition until Item (1) is
started. .

4. Any oil or condensate on any temporary pit will be removed
in a timely manner. Overhead flagging or netting will be
installed on any sump pit used to handle well fluids
during the producing life of the well.

5. Restoration activities will begin within 90 days after the
completion of the well. Once completion activities have
begun, they will be completed within 30 days. All wellhead
and surface equipment will be painted to blend with the
environment, according to BIA specifications.

11. OTHER INFORMATION

Topography of the general area is relatively flat, rolling
terrain, consisting of clay and stabilized sand dunes.

Vegetation in the area consists of four-wing saltbrush, tumble-
weed, cotton-born horsebrush, spiny hop sage, curly grass, match-
weed, greasewood and a sparse population of Indian ricegrass.

Livestock grazing, mineral exploration and production are the
only surface use activities in the area. All lands involved
with these locations are controlled by the BIA.

There is no water.in the immediate vicinity of these locations,
the Green River runs l to 3 miles to the north of these locations
and also 3 to 4 miles to the west. No occupied dwellings or
known archeaological or cultural sites are in this area.

12: Belco Development Corporation's representative for these operations
will be Mr. J. C. Ball, District Engineer, P. O. Box X, Vernal,
Utah, 84078, telephone
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13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drill sites and access routes; that I am
familiar with the conditions which presently exist, that the state-
ments made in this Plan are to the best of my knowledge, true and
correct; and that the work associated with the operations proposed
herein will be performed by Belco Development Corporation, it's con-
tractors and subcontractors in conformity with this Plan and the
terms and conditions under which it is approved.

DATE - 7 ff
J. C. BALL

District



UREAU OF INDIAN AFFAIR
ADDITIONAL PR ONS TO THE SURFACE USE OPERATING PLAN

WELL NAME: NATURAL DUCK -20-20GR

LOCATION: 1940' FWL & 1708' FNL SE/NW
Section 20, T9S, R20E, Uintah Co., Utah

1. FIREARMS:

Employees of Belco Development Corporation, it's contractors and
subcontractors have been instructed not to carry firearms on the
Uintab and Ouray Indian Reservation.

2. OFFROAD TRAFFIC:

Employees of Belco Development Corporation, it's contractors, and
subcontractors have been instructed to remain only on established
roads and well sites.

3. FIREWOOD:

Employees of Belco Development Corporation, its contractors and
subcontractors have been notified of the requirements of the Bureau
of Indian Affairs to obtain a wood permit from the Forestry Section
before gathering any woodion the Uintah and Ouray Indian Reservation.

4. RESTORATION:

All topsoil will be stripped and stockpiled. When all drilling
and production activities end or if abandonment is required, the
location site and access road will be reshaped to the original
contour and stockpiled soil spread over the disturbed area. Any
drainages rerouted during the construction activities shall be
restored as near as possible to their original line of flow.Res-
toration activities shall begin when the pit is sufficiently
dry. Once activites have been completed, the location site
and access road shall be reseeded with a seed mixture recommend-
ed by the Bureau of Indian Affairs when the moisture content of
the soil is adequate for seed germination.

5. DISPOSAL OF PRODUCED WATERS:

No produced water is anticipated. However if water is produced,
Belco Development Corporation will .comply with all requirements
of NTL-2B.

6. SIGNS:

A sign stating the following shallbe placed on the access road
to the location site:

AUTHORIZED PERSONNEL ONLY
BELCO DEVELOPMENT CORPORATION

WELL IDENTIFICATION
FIREARMS ARE,PROHIBITED

THIS LAND IS OWNED BY THE UINTAH
AND OURAY INDIAN RESERVATION

PERMITS TO CUT FIREWOOD MUST BE OBTAINED
FROM THE BIA FORESTRY SECTION PRIOR TO

CUTTING OR GATHERING ANY WOOD ALONG THIS
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7. RIGHTS OF WAYS:

Right-of-way and damages will be paid as per the resurvey by
Uintah Engineering and their .affidavit of completion.

8. PERMITS FOR WATER OR EARTH FILL:

Water for this operation will be obtained from the White
River, near the White River Bridge in Section 4, T9S, R20E.
Permit for water will be purchased before the drilling oþer-

- ations commence.

9. WEED CONTROL:

Belco Development Corporation will initiate a plan for
controlling noxious weeds alongside the location and road in
accordance with BIA specifications.

10. LITTER:

All -litter will be contained in a trash cage and removed
from the location at the end of drilling and completion
activities. The area will be groomed and cleaned before removal
of the cage.

11. BENCH MARKS:

A bench mark will be established near the well site, set in
concrete with a brass cap showing the well number and the
elevation of the site.

DATE:
, et /

. C. Ball
Dis rict
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** FILE NOTATIONS**

DATE: C / 2 / /
OPERAruR: dAp (?&
WELLNO: app 4L p -a 6

fé NW
Location: Sec. cÑ T. R. Jo County: V' AL

File Prepaxed: Entexed on W.I.9

CaAd Indexed Complet¿on Sheet

API Humbe Og'7 -

CHECKEDBY:

Petroleum Engineer:

Director:

Administrative Aide: M A ( JLC

APPROVALLETTER:

Sond Requited: Saavey Plat Requi ed

Oxdex No. 0.K. Rule C-3

Rufe C-3(c)
, Topogxaph¿e Except¿on - companiy owns o cont ofs acAeage

m¿th¿n a 660' tad¿ws og pxopo4ed a¿te

Lease Designaß£on Plotted on Map

Appkoval LetteA (UA¿tten

Hot Line P.I



i

June 29, 1981

Belco Development Co.
P. 0. Box "X"
Vernal, Utah 84078

RE: Well No. Natural Duck #20-20GR
Sec. 20. T. 9S, R. 20E,
Uintah County, Utah

Insofar as this office is concerned, approval to drill the above
referred to oil well on said unorthodox location is hereby granted in
accordance with Rule C-3(c), General Rules and Regulations and Rules of
Practice and Procedure. However, this well may be completed as an oil
well 014]( in the green river formation.

Should you determine that it will be necessary to plug and abandon
this well, you are hereby requested to if6310&d3ÜJCnotify the following:

MICHAELT. MINDER- Petroleum Engineer
Office: 533-5771
Home: 876-3001

Enclosed please find Form OGC-8-X, which is to be completed whether
or not water sands (acquifers) are encountered during drilling. Your
cooperation in completing this form will be appreciated.

Further, it is requested that this Division De notified within 24 hours
after drilling operations commence, and that the drilling contractor and rig
number be identified.

The API number assigned to this well is 43-047-30990.

Sincerely,

DIVISION OF OIL, GAS, ANDMINING

Michael T. Minder
Petroleum Engineer

MTM/db
CC:
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Well No. Duck Creek 56-8GR Well No. Duck Creek #57-8GR
Sec.8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #58-8GR Well No. Duck Creek #59-8GR
Sec. 8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #54-9 Well No. Duck Creek #55-9
Sec. 9, T. 9S, R. 20E. Sec. 9, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck Creek #52-16GR Nell No. Duck Creek #13-17GR
Sec. 16, T. 95, R. 20E. Sec. 17, T. 95, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Duck-Creek #43-17GR
. Well No. Duck Creek #44-17GR

Sec. 17FT.19S, R. 20E . Sec. 17, T. 9S, R.~20E.

Uintahe County oUtah- Uintah County, Utah- -b

Well No. Duck Creek #45-17GR Well No. Duck Creek #46-17GR
Sec. 17, T. 9S, R. 20E. Sec. 17, T. 95, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No Duck Creek #47-17GR - Well N Duak Creek #48-17GR -

Sec. 17 T. 9S, R. 20ET. . Sec. 17eT. 9S,TR. 20Ei. BE
Uintah County; Utah Uintàh County Utah, o

Well No Duck Creek #49-17GRG- Well No. Natural-Ðuck #16-20GR
Sec. 17, T. 95, R. 20E. Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #17-20GR Well No. Natural Duck #18-20Gr
Sec. 20, T. 95, R. 20E Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utah

Well No. Natural Duck #19-20GR Well No. Natural Duck #20-20GR
Sec. 20, T. 9S, R. 20E. Sec. 20, T. 95, R. 20E.
Uintah County, Utah Uintah County, Utah

Weli No. Natural Duck #21-20GR Well No. Natural Duck #22-20GR
Sec. 20, T. 9S, R. 20E. Sec. 20, T. 9S, R. 20E.
Uintah County, Utah Uintah County, Utab

Well No. Natural Duck #23-20GR Well No. Natural Duck #15-21GR
Sec. 20, T. 98, R. 20E. Sec. 21, T. 9S, R. 20E.
Uintah County, Utah Uintah County,



P.O. Bo X
Vernal. Utah 84078
Telephone (801) 789-0790

Belco Development Corporation

Belco
March 8, 1982

State of Utah
Division of Oil, Gas and Mining
1588 West North Temple
Salt Lake City, Utah 84116

Attn: Cari Furse

RE: See attached list

Dear Ms Furse,

All wells as listed on the attached sheet are being consid-

ered by Belco DeveÏopment Corporation for drilling sometime this
year. No activity has taken place on any location as of this
date. Belco will notify you when the location is spudded. The
Duck Creek 52-16GR well is still waiting on USGS approval.

Engineering Clerk

/kk

cc: File

DMSIONOF
OIL,GAS&
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Well No. Duck Creek 56-8GR

Well No. Duck Creek #57-8GRSec.8, T. 9S, R. 20E.
Sec. 8, T. 9S, R. 20E.Uintah County, Utah
Uintah County, Utah

Well No. Duck Creek #58-8GRV
Well No. Duck Creek #59-8GRSec. 8, T. 9S, R. 20E. Sec. 8, T. 9S, R. 20E.Uintah County, Utah
Uintah County, Utah

Well No. Duck Creek #54-9 / Well No. Duck Creek #55-9Sec. 9, T. 98, R. 20E.
Sec. 9, T. 9S, R. 20E. VUintah County, Utah
Uintah County, Utah

Well No. Duck Creek #52-16GR Well No. Duck Creek #13-17GRSec. 16, T. 98, R. 20E.
Sec. 17, T. 95, R. 20E. /Uintah County, Utah
Uintah County, Utah

Well No. Duck Creek #43-17GR '
Well No. Duck Creek #44-17GRSec. 17, T. 98, R. 20E. Sec. 17, T. 93, R. 20EgUintah County, Utah
Uintah County, Utah

Well No. Duck Creek #45-17GR
Well No. Duck Creek #46-17GRSec. 17, T. 95, R. 20E.
Sec. 17, T. 98, R. 20E.vUintah County, Utah
Uintah County, Utah

Well No. Duck Creek #47-17GR / Well No. Duck Creek #48-17GRSec. 17, T. 9S, R. 20E. Sec. 17, T. 9S, R. 20E. VUintah County, Utah
Uintah County, Utah

Well No. Duck Creek #49-17GR v Well No. Natural Duck #16-20GRSec. 17, T. 98, R. 20E. Sec. 20, T. 9S, R. 20E.«Uintah·County, Utah
. Uintah County, Utah

Well No. Natural Duck #17-20GR Well No. Natural Duck #18-20GrSec. 20, T. 9S, R. 20E V Sec. 20, T. 95, R. 20E. /Uintah County, Utah
Uintah County, Utah

Well No. Natural Duck #19-20GR-- Well No. Natural Duck #20-20GRSec. 20, T. 95, R. 20E. Sec. 20, T. 9S, R. 20E. «Uintah County, Utah
Uintah County, Utah

Well No. Natural Duck #21-20GR -- Well No. Natural Duck #22-20GRSec. 20, T. 95, R. 20E. Sec. 20, T. 95, R. 20E.Uintah County, Utah
Uintah County, Utah '

Well No. Natural Duck #23-20GR - Well No. Natural Duck #15-21GRSec. 20, T. 98, R. 20E. Sec. 21, T. 95, R. 20E.Uintah County, Utah
Uintah County,
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CATECORICAL EXCLL'SION REVIEk' INFORMATION SOL'RCE
a

local ard
Federal/State Agency private Other

Corre- Paone co cre- s tud i.es Onsite
Criteria spordence check atirg spondence Previous ard Staff insoeet in

516 DM 2.3.A (date) (date) (date) (date) NEPA reoorts exoèr:ise (date) Oc½er

Public health -¾

aM safety

Unique charac-

teristics

Envirocœntally
controversial

. Uncertain ad
unkra.c risks

, Establishes
precedents

. Colatively
significant

. Nat Lonal Register
historic otaces

.
EMangered/
chrea:ened soecies

. Violace Federal,
State, loca'.,



CATEGORICALEXCLUSIONREVIEWCOMMONREFERENCELEGEND

1. Surface Management Agency Input

2. Reviews Reports, or information received from Geological Survey
(Conservation Division, GeoTogical Division, Water Resource Division,
Topographic Division)

3. Lease Stipulations/Terms

4. Application Permit to Drill

5. Operator Correspondence

6. Field Observation

7. Private Rehabilitation



Oil and Gas Operations
2000 Aãministration Building

1745 West 1700 South
Salt Lake City, Utah 84104

June 10, 1982

Belco Development Corporation
P.O. Box X
Vernal, Utah 84078

Re: Rescind Applications for Permit
to Drill
Well Nos. 16-20, 17-20, 17-20,

and 21-20.7
Section 20-T9S-R20E
Uintah County, Utah
Lease Nos. U-Ol44869-A, U-0144867,

U-0144869 & U-01567-B respectively.

Gentlemen:

The Applications for Permit to Drill the referenced wells were approved
in May and June, 1981. Since that date no known activity has trans-
pired at the approved locations. Under current histrict policy, appli-
cations for permit to drill are effective for a period of one year. In
view of the foregoing this office is scinding the r of the
referenced applications without prejudice. you intend to drill at
these locations at a future date, new applications for permit to drill
must be sulmitted.

This office requires a letter confirming that no surface disturbance
has been made at these drill sites. Any surface disturbance associated
with the approved locations of these wells will be rehabilitated. A
schedule for the rehabilitations must then be submitted to this office.
Your cooperation in this matter is appreciated.

Sincerely,

E. W. Guynn
District Oil & Gas Supervisor

boc: SMA
State O&G i

State BIA
MMS-Vernal
Well File
APD Control
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